DATA SHEET

Anderungsstand:

Description:

Modular-Jack, side entry, 6p6c,

with panel stop

SPEE

Pay attention to protection notes of DIN 34.

Data sheets, technical solutions, documentation and samples are intellectual property of the company
SPEED Elektronik GmbH. Itis permitted to use these documents for information and approval matters

only. Passing on to third party or a usage to other matters is strictly forbidden.

Part-No. SPEED: TD 5566
Project-No. SPEED: - SPEED GmbH
Elektronik Vertrieb
Part-No. customer: TD 566 GustavstraRe 24
Project-No. customer: -- 58511 Liidenscheid
Data sheet-No.: DBLKS1242 Designed: M. Tel. (02351) 93987-0
Index: 0 Checked: Fax (02351) 9398?—20
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Specifications:
Electrical:
Current Rating: 1.5Amp
Voltage rating: 150VAC
Contact resistance: 30mOhm
Insulation resistance: 500MOhm

Dielectric withstanding

Voltage:

Mechanical:
Operation-Durability:
Environmental:
Temperature range:
Material:

Housing:

Contact:

1000VAC (rms), 60Hz, 1 min.
250 cycles

-40°C to +125C

glass filled Polyester, UL 94V-0,

0.46mm Phosphor Bronze

6pinch Gold plated over Nickel in contact area

PC Board Lavout

t=1.6mm




