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Part No. : | -7113MGC

8.6[0.339]

T-1 3/4(5mm) ROUND LED LAMP

27[1.063]MIN

1[0.04]

CATHODE

——
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$5[0.197]

1
2.54[0.1]

1.0 MAX.

l
0.7 MAX.

* Absolute Maximum Ratings

7 0.5[0.02]
+ 0.05

UNIT : MM[INCH]
TOLERANCE : + 0.25[+ 0.01] UNLESS OTHERWISE NOTED

¢ 5.9[0.232]

1.5[0.06]TYP

Item Symbol Rating Unit

Forward Current I F 25 mA

Reverse Voltage VR 5 \Y

Power Dissipation Po 105 mw

Operating Temperature Topr -40~+85 °C

Storage Temperature Tstg -40~+85 °C

* Electrical and Optical Charateristics (Ta=25° C)

ltem Symbol Condition Min. Typ. Max. UNIT
Forward Voltage VE IF=20mA - 225 25 Vv
Reverse Current IR VR =5V - 10 - uA
Peak Emission Wavelength AP IF=20mA - 565 - nm
Spectral half-width AN IF=20mA - 25 - nm
Capacitance C VE=0,f=IMHz - 20 - pF

Selection Guide
v (med) Viewing
Part No. Dice Lens Type @20mA Angle
Min. Typ. 201/2
L-7113MGC GREEN (InGaAlIP) WATER CLEAR 700 | 1000 20°
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