
• Check that the bracket is secure and safe to use at regular intervals (at least every three months).
• Please contact your reseller if you have any questions.  

• It is recommended to adjust the columns to the desired height before installing the display.
• If you want to adjust the columns height after finishing the display installation. 
  Please remove the shelf, then adjust the columns to the desired height.  



EW1540 Flatscreen Shelf

• It is recommended to adjust the columns to the desired height before installing the display.
• If you want to adjust the columns height after finishing the display installation. 
  Please remove the shelf, then adjust the columns to the desired height.  



Read the entire instruction manual before you start installation and assembly. If you have any 
questions regarding any of the instructions or warnings, please contact your local reseller for 
assistence.  

















9. lnstalling the Shelf

1 

Remove the 
screws and nuts. 

Attach the connecting plate 
to the universa! plate with 
the appropriate screws and 
washers. Tighten all screws 
using an Allen key. 

Attach the fixer to the column using the screws 
and nuts. 
Note: With the mounting holes facing forward. 

Attach the DVD shelf to the fastener 
using the appropriate screws. 

10. lnstalling the Cable Covers

11. Cable Management

Maintenance 

" " " " " " 

Route the cables through 
the cable covers. 

• Check that the bracket is secure and safe to use at regular intervals(at least every three months).
• Please contact your distributor if you have any questions.
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• Check that the bracket is secure and safe to use at regular intervals (at least every three months).
• Please contact your reseller if you have any questions.  


