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Connection Pattern

1600 Meters HDMI Extender w/ IR Extend Over Fiber Optics

Model Local Unit Remote Unit
FV3D-M30 FV3D-30L FV3D-30R

Input HDMI x 1 N/A
Output HDMI x 1 HDMI x 2
Top
Panel 
LEDs

(Power/ Connection) 
Status x 1 x 1

Video Source 
Status x 1 x 1

Max. Video Resolution Full HD (1920 x 1080)
WUXGA (1920 x 1200)

Extension Distance    800M(1080p)
1600M(1080i)

Connection Fiber Optics
Power Consumption (Max.) 3 W (Per Unit)
Weight (g) 435 430
H x W x D (mm) 24 x 75 x 150 (Per Unit)

● HDTV compatible
● Pure digital transmission 
   w/ zero compression 
● Extend the HDMI & 7.1 ch Audio signal 
    up to  1,600 meters @ 1080i / 
                 800 meters @ 1080p 
   via fiber optics multi-mode technology
● Support 2 video ports for remote display 
   and 1 for local display
● IR extending function available
● Video resolution auto adjustment
● Fully compliant with HDMI 1.3b & 1.4
   specification 
● 3D-video, HDCP compliant and 
   Blu-ray ready
● Completely free of Electromagnetic 
   Interference (EMI)

IR Remote Controller

Local Unit
FV3D-30L

IR Receiver

IR Transceiver

Remote Unit
FV3D-30R

Fiber Optics, Multi-Mode,  2,000 Meters @1080i 

FV3D-M30
(FV3D-30L+FV3D-30R)


